GLASS TECHNOLOGY

G1000 SMARTS:
CHECKLISTS

As Garmin’s G1000 finds its way into more aircraft,
pilots and instructors are encountering them rou-
tinely. Here’s how to preflight the system.

by Fred Simonds

any know the Garmin G1000
Flight Management System con-

tains numerous options that help tai-
lor it to the user’s liking. Along with
these are a number of system checks
that tell you about the G1000’s health.
Several other GPS and FMS units offer
a comparable degree of customization
and cross-checking, and so this article
applies in principle to these units as well.

From my earliest G1000 days, no pilot I
flew with ever ran the preflight checks to
assure the unit was operating normally
nor did they preflight the Auxiliary
pages to make sure the unit was telling
them what they needed to know in the
form they wanted to know it. Especially
for IFR, this seemed a real oversight.
What follows is an orderly check-
list that helps ensure your G1000
behaves the way you want it to, and

as it should. Feel free to adapt this to
your own unit, whatever it may be.
Even if you are the only person flying
a G1000 airplane, or if you have saved
a pilot profile inside it, you still want to
run the checks below to make sure your
GI1000 is in tiptop condition before
you fly.

Power Up
Follow along using the accompanying
checklist as we explain each step.
When the G1000 Multifunction
Display starts, it asks you to hit Enter
or the rightmost softkey to acknowl-
edge that you have reviewed the expi-
ration dates of the databases. You
can still fly IFR even if the Aviation
database is not current, provided that
you check it for correspondence with
your paper charts. For approaches
though, you must rely on paper alone.
Maintaining the terrain, obstacle
and SafeTaxi databases are optional
at the owners discretion, and often
these are not current. It is essen-
tial that you know which databases
you can trust and those you can’t.

The AUX Page Group

AUX is the third page group. Largely
unneeded in flight, its many options
are often not understood well. Most of
the checks are on the AUX 1 through
AUX 6 pages.

Trip Planning Page (Page 1)
Generally, Page Mode MANUAL is
used for ground planning. For flight,
set it to AUTOMATIC with the soft-
key. The G1000 then inserts ground-
speed, fuel flow and remaining fuel for
you and computes trip, fuel and other
statistics “on the fly” (sorry) based on
a flight plan or waypoint-to-waypoint.
Set that, too.

Make the fuel range ring indicate
correctly by setting the fuel on
board. Press these softkeys in order:

Every new aircraft leaving Cessna has a
G1000 glass cockpit, such as that found

\ in this Cessna 182.
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